
FEDERAL AVIATION ADMINISTRATION 
AIRWORTHINESS DIRECTIVES 

 
 

Federal Aviation Administration 
Continued Operational Safety Policy Section, AIR-141 

P.O. Box 25082 
Oklahoma City, OK  73125-0460 

SMALL AIRPLANES, ROTORCRAFT, GLIDERS, 
BALLOONS, & AIRSHIPS 

BIWEEKLY 2016-04 

2/8/2016 - 2/21/2016



 

2 

CHANGE OF ADDRESS NOTICE 
 
 
Any change of address regarding the biweekly service 
must include the mailing label from a recent issue or 
your name and address printed exactly as they appear 
on the mailing label (including the computer number 
above the address). 
 
Please allow one month for an address change. 
 
MAIL YOUR ADDRESS CHANGE TO: 
 
Superintendent of Documents 
Government Printing Office 
Mail List Branch SSOM 
Washington, DC 20402 
 
Telephone: (202) 512-1806 
Facsimile: (202) 512-2250 



SMALL AIRCRAFT, ROTORCRAFT, GLIDERS, BALLOONS, & AIRSHIPS 
  
AD No. Information Manufacturer Applicability 

Information Key:  E - Emergency; COR - Correction; S – Supersedes; R - Replaces 
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Biweekly 2016-01 
2015-26-04 S 2002-13-11 Airbus Helicopters EC120B helicopters 
2015-26-08  Piper Aircraft, Inc. PA-44-180, PA-44-180T airplanes 
2015-26-10  Sikorsky Aircraft Corporation S-76A, S-76B, and S-76C helicopters 
 
Biweekly 2016-02 
2015-12-09 R1 R 2015-12-09 Airbus Helicopters Deutschland 

GmbH 
EC135P1, EC135T1, EC135P2, EC135T2, EC135P2+, 
EC135T2+, and MBB-BK 117 C-2 

2016-01-01  Piper Aircraft, Inc. PA-46-500TP 
2016-01-06  Agusta S.p.A. AB139 and AW139 
2016-01-14  Airbus Helicopters Deutschland 

GmbH 
MBB-BK 117 A-1, A-3, A-4, B-1, B-2, C-1, and C-2 

2016-01-15  Agusta S.p.A. AB139 and AW139 
2016-01-19  MD Helicopters Inc. 500N and 600N 
 
Biweekly 2016-03 
2015-22-51  Agusta S.p.A. A109A and A109AII helicopters 
2016-02-06  Bell Helicopter Textron Canada 

Limited 
429 helicopters 

 
Biweekly 2016-04 
2016-03-02  Turbomeca S.A. ARRIEL 2C, 2C1, 2C2, 2S1, and 2S2 turboshaft engines 
2016-03-05 S 2014-13-01 Airbus Helicopters Deutschland 

GmbH 
MBB-BK 117 C-2 and MBB-BK 117 D-2 helicopters 

2016-04-05 S 2014-03-18 B-N Group Ltd. BN-2, BN-2A, BN-2A-2, BN-2A-3, BN-2A-6, BN-2A-8, 
BN-2A-9, BN-2A-20, BN-2A-21, BN-2A-26, BN-2A-27, 
BN-2B-20, BN-2B-21, BN-2B-26, BN-2B-27, BN2A MK. 
III, BN2A MK. III-2, and BN2A MK. III-3 airplanes 
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FAA 
Aviation Safety 

AIRWORTHINESS DIRECTIVE 
www.faa.gov/aircraft/safety/alerts/ 
www.gpoaccess.gov/fr/advanced.html 

 
2016-03-02 Turbomeca S.A.: Amendment 39-18389; Docket No. FAA-2015-3805; Directorate 
Identifier 2015-NE-28-AD. 
 
(a) Effective Date 
 
 This AD becomes effective March 15, 2016. 
 
(b) Affected ADs 
 
 None. 
 
(c) Applicability 
 
 This AD applies to Turbomeca S.A. ARRIEL 2C, 2C1, 2C2, 2S1, and 2S2 turboshaft engines 
with modification TU34 or TU34A installed. 
 
(d) Reason 
 
 This AD was prompted by torque conformation box (TCB) failures. We are issuing this AD to 
prevent failure of the TCB, loss of engine thrust control, and damage to the helicopter. 
 
(e) Actions and Compliance 
 
 Comply with this AD within the compliance times specified, unless already done. 
 (1) Within 600 engine flight hours (EFHs) or 6 months after the effective date of this AD, 
whichever occurs first, check the resistance values on the TCB. Use Accomplishment Instructions, 
paragraph 2.3.2 of Turbomeca S.A. Mandatory Service Bulletin 292 72 2860, Version A, dated July 
15, 2015, to do the inspection. Repeat this inspection every 600 EFHs since last inspection. 
 (2) Remove before further flight any TCB that fails the inspection required by paragraph (e)(1) 
of this AD. 
 
(f) Alternative Methods of Compliance (AMOCs) 
 
 The Manager, Engine Certification Office, FAA, may approve AMOCs for this AD. Use the 
procedures found in 14 CFR 39.19 to make your request. You may email your request to: ANE-AD-
AMOC@faa.gov. 
 
(g) Related Information 
 
 (1) For more information about this AD, contact Brian Kierstead, Aerospace Engineer, Engine 
Certification Office, FAA, Engine & Propeller Directorate, 1200 District Avenue, Burlington, MA 
01803; phone: 781-238-7772; fax: 781-238-7199; email: brian.kierstead@faa.gov. 
 (2) Refer to MCAI European Aviation Safety Agency AD 2015-0177, dated August 25, 2015, 
for more information. You may examine the MCAI in the AD docket on the Internet at 
http://www.regulations.gov by searching for and locating Docket No. FAA-2015-3805. 
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(h) Material Incorporated by Reference 
 
 (1) The Director of the Federal Register approved the incorporation by reference (IBR) of the 
service information listed in this paragraph under 5 U.S.C. 552(a) and 1 CFR part 51. 
 (2) You must use this service information as applicable to do the actions required by this AD, 
unless the AD specifies otherwise. 
 (i) Turbomeca S.A. Mandatory Service Bulletin No. 292 72 2860, Version A, dated July 15, 
2015. 
 (ii) Reserved. 
 (3) For Turbomeca S.A. service information identified in this AD, contact Turbomeca S.A., 
40220 Tarnos, France; phone: 33 (0)5 59 74 40 00; fax: 33 (0)5 59 74 45 15. 
 (4) You may view this service information at FAA, Engine & Propeller Directorate, 1200 
District Avenue, Burlington, MA. For information on the availability of this material at the FAA, call 
781-238-7125. 
 (5) You may view this service information at the National Archives and Records Administration 
(NARA). For information on the availability of this material at NARA, call 202-741-6030, or go to: 
http://www.archives.gov/federal-register/cfr/ibr-locations.html. 
 
 Issued in Burlington, Massachusetts, on February 2, 2016. 
Colleen M. D'Alessandro, 
Manager, Engine & Propeller Directorate,  
Aircraft Certification Service. 
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FAA 
Aviation Safety 

AIRWORTHINESS DIRECTIVE 
www.faa.gov/aircraft/safety/alerts/ 
www.gpoaccess.gov/fr/advanced.html 

 
2016-03-05 Airbus Helicopters Deutschland GmbH: Amendment 39-18392; Docket No. FAA-
2016-2843; Directorate Identifier 2015-SW-003-AD. 
 
(a) Applicability 
 
 This AD applies to Model MBB-BK 117 C-2 and MBB-BK 117 D-2 helicopters with a Goodrich 
hoist damper unit, part number (P/N) 44307-480, 44307-480-1, or 44307-480-2 installed, certificated 
in any category. 
 
(b) Unsafe Condition 
 
 This AD defines the unsafe condition as uncommanded detachment of the external hoist damper 
unit, which could result in loss of an external load or person from the helicopter hoist, resulting in 
injury to persons being lifted by the hoist. 
 
(c) Affected ADs 
 
 This AD supersedes AD 2014-13-01, Amendment 39-17875 (79 FR 36635, June 30, 2014). 
 
(d) Effective Date 
 
 This AD becomes effective February 24, 2016. 
 
(e) Compliance 
 
 You are responsible for performing each action required by this AD within the specified 
compliance time unless it has already been accomplished prior to that time. 
 
(f) Required Actions 
 
 Before the next hoist operation, comply with paragraph (f)(1), (f)(2), or (f)(3) of this AD: 
 (1) Replace the split retainers and re-identify each hoist damper unit in accordance with the 
Accomplishment Instructions, paragraph 3.B.1, of Airbus Helicopters Emergency Alert Service 
Bulletin (ASB) No. ASB MBB-BK117 C-2-85A-041, Revision 4, dated February 12, 2015, or 
Emergency ASB No. ASB MBB-BK117 D-2-85A-002, Revision 1, dated February 12, 2015, as 
applicable to your model helicopter; or 
 (2) Replace each hoist damper unit with a unit that has been repaired as required by paragraph 
(f)(1) of this AD; or 
 (3) Deactivate the rescue hoist system. 
 
(g) Alternative Methods of Compliance (AMOCs) 
 
 (1) The Manager, Safety Management Group, FAA, may approve AMOCs for this AD. Send 
your proposal to: David N. Hatfield, Aviation Safety Engineer, Safety Management Group, 
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Rotorcraft Directorate, FAA, 10101 Hillwood Pkwy, Fort Worth, TX 76177; telephone (817) 222-
5110; email 9-ASW-FTW-AMOC-Requests@faa.gov. 
 (2) For operations conducted under a 14 CFR part 119 operating certificate or under 14 CFR part 
91, subpart K, we suggest that you notify your principal inspector, or lacking a principal inspector, 
the manager of the local flight standards district office or certificate holding district office, before 
operating any aircraft complying with this AD through an AMOC. 
 
(h) Additional Information 
 
 The subject of this AD is addressed in European Aviation Safety Agency (EASA) AD No. 2015-
0019R1, dated February 13, 2015. You may view the EASA AD on the Internet at 
http://www.regulations.gov by searching for and locating it in Docket No. FAA-2016-2843. 
 
(i) Subject 
 
 Joint Aircraft Service Component (JASC) Code: 2500, Cabin Equipment/Furnishings. 
 
(j) Material Incorporated by Reference 
 
 (1) The Director of the Federal Register approved the incorporation by reference of the service 
information listed in this paragraph under 5 U.S.C. 552(a) and 1 CFR part 51. 
 (2) You must use this service information as applicable to do the actions required by this AD, 
unless the AD specifies otherwise. 
 (i) Airbus Helicopters Emergency Alert Service Bulletin (ASB) No. ASB MBB-BK117 C-2-
85A-041, Revision 4, dated February 12, 2015. 
 (ii) Airbus Helicopters Emergency ASB No. ASB MBB-BK117 D-2-85A-002, Revision 1, dated 
February 12, 2015. 
 (3) For Airbus Helicopters service information identified in this final rule, contact Airbus 
Helicopters, 2701 N. Forum Drive, Grand Prairie, TX 75052; telephone (972) 641-0000 or (800) 232-
0323; fax (972) 641-3775; or at http://www.airbushelicopters.com/techpub. 
 (4) You may view this service information at FAA, Office of the Regional Counsel, Southwest 
Region, 10101 Hillwood Pkwy, Room 6N-321, Fort Worth, TX 76177. For information on the 
availability of this material at the FAA, call (817) 222-5110. 
 (5) You may view this service information that is incorporated by reference at the National 
Archives and Records Administration (NARA). For information on the availability of this material at 
NARA, call (202) 741-6030, or go to: http://www.archives.gov/federal-register/cfr/ibr-locations.html. 
 
 Issued in Fort Worth, Texas, on January 29, 2016. 
Lance T. Gant, 
Manager, Rotorcraft Directorate,  
Aircraft Certification Service. 
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FAA 
Aviation Safety 

AIRWORTHINESS DIRECTIVE 
www.faa.gov/aircraft/safety/alerts/ 
www.gpoaccess.gov/fr/advanced.html 

 
2016-04-05 B-N Group Ltd.: Amendment 39-18399; Docket No. FAA-2015-4803; Directorate 
Identifier 2015-CE-034-AD. 
 
(a) Effective Date 
 
 This airworthiness directive (AD) becomes effective March 24, 2016. 
 
(b) Affected ADs 
 
 This AD supersedes AD 2014-03-18, Amendment 39-17755 (79 FR 10340; February 25, 2014) 
(''AD 2014-03-18''). 
 
(c) Applicability 
 
 This AD applies to B-N Group Ltd. Models BN-2, BN-2A, BN-2A-2, BN-2A-3, BN-2A-6, BN-
2A-8, BN-2A-9, BN-2A-20, BN-2A-21, BN-2A-26, BN-2A-27, BN-2B-20, BN-2B-21, BN-2B-26, 
BN-2B-27, BN2A MK. III, BN2A MK. III-2, and BN2A MK. III-3 airplanes, all serial numbers, 
certificated in any category. 
 
(d) Subject 
 
 Air Transport Association of America (ATA) Code 76: Engine Controls. 
 
(e) Reason 
 
 This AD was prompted by mandatory continuing airworthiness information (MCAI) originated 
by an aviation authority of another country to identify and correct an unsafe condition on an aviation 
product. The MCAI describes the unsafe condition as possible damage of the cable sliding end 
assembly and installation of the incorrect end fitting on engine control cable assemblies. We are 
issuing this proposed AD to detect and correct damage of the cable sliding end assembly (cracking, 
distortion, corrosion) and incorrect end fittings on the engine control assemblies, which could lead to 
reduced engine control with consequent loss of control, and to incorporate revised service 
information with updated information on applicability and on the identity of parts to be inspected on 
some airplanes. 
 
(f) Actions and Compliance 
 
 Unless already done, do the actions in paragraphs (f)(1) through (f)(6) of this AD: 
 (1) For all airplanes except the Trislander Models BN2A MK. III, BN2A MK. III-2, and BN2A 
MK. III-3: Within the next 6 months after April 1, 2014 (the effective date retained from AD 2014-
03-18), do a one-time inspection of the engine control cable assemblies, part number (P/N) 137835, 
P/N 172449-1, P/N 172450, and P/N 172451, and surrounding areas for damage (cracking, distortion, 
corrosion); for the correct cable end-fitting; and to assure the wire locking is intact following Britten-
Norman Aircraft Limited Service Bulletin No. SB 334, Issue 1, dated August 30, 2013; or Britten-
Norman Aircraft Limited Service Bulletin No. SB 334, Issue 2, dated July 17, 2015. 
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 (2) For the Trislander Models BN2A MK. III, BN2A MK. III-2, and BN2A MK. III-3 airplanes: 
Within the next 3 months after March 24, 2016 (the effective date of this AD), do a one-time 
inspection of the engine control cable assemblies, P/N 80468 and P/N NB-45-2883, and surrounding 
areas for damage (cracking, distortion, corrosion); for the correct cable end-fitting; and to assure the 
wire locking is intact following Britten-Norman Aircraft Limited Service Bulletin No. SB 334, Issue 
2, dated July 17, 2015. 
 (3) For all airplanes except the Trislander Models BN2A MK. III, BN2A MK. III-2, and BN2A 
MK. III-3: If no discrepancies are found during the inspection required in paragraph (f)(1) of this AD, 
before further flight, inspect the control linkages for proper adjustment and make any necessary 
changes following Britten-Norman Aircraft Limited Service Bulletin No. SB 334, Issue 1, dated 
August 30, 2013; or Britten-Norman Aircraft Limited Service Bulletin No. SB 334, Issue 2, dated 
July 17, 2015. 
 (4) For the Trislander Models BN2A MK. III, BN2A MK. III-2, and BN2A MK. III-3 airplanes: 
If no discrepancies are found during the inspection required in paragraph (f)(2) of this AD, before 
further flight, inspect the control linkages for proper adjustment and make any necessary changes 
following Britten-Norman Aircraft Limited Service Bulletin No. SB 334, Issue 2, dated July 17, 
2015. 
 (5) For all airplanes except the Trislander Models BN2A MK. III, BN2A MK. III-2, and BN2A 
MK. III-3: If any discrepancies are found during the inspection required in paragraph (f)(1) of this 
AD and/or the control linkages cannot be properly adjusted as specified in paragraph (f)(3) of this 
AD, before further flight, replace the engine control cable assembly with a serviceable unit following 
Britten-Norman Aircraft Limited Service Bulletin No. SB 334, Issue 1, dated August 30, 2013; or 
Britten-Norman Aircraft Limited Service Bulletin No. SB 334, Issue 2, dated July 17, 2015. 
 (6) For the Trislander Models BN2A MK. III, BN2A MK. III-2, and BN2A MK. III-3 airplanes: 
If any discrepancies are found during the inspection required in paragraph (f)(2) of this AD and/or the 
control linkages cannot be properly adjusted as specified in paragraph (f)(4) of this AD, before 
further flight, replace the engine control cable assembly with a serviceable unit following Britten-
Norman Aircraft Limited Service Bulletin No. SB 334, Issue 2, dated July 17, 2015. 
 (7) For all airplanes except the Trislander Models BN2A MK. III, BN2A MK. III-2, and BN2A 
MK. III-3: After April 1, 2014 (the effective date retained from AD 2014-03-18), do not install on 
any airplane engine control cable assemblies, P/N 137835, P/N 172449-1, P/N 172450, and P/N 
172451, unless they are new or have been inspected as required in paragraphs (f)(1) and (f)(3) of this 
AD and found free of any discrepancies and have proper adjustment. 
 (8) For the Trislander Models BN2A MK. III, BN2A MK. III-2, and BN2A MK. III-3 airplanes: 
After March 24, 2016 (the effective date of this AD), do not install on any airplane engine control 
cable assemblies P/N 80468 and/or P/N NB-45-2883, unless they are new or have been inspected as 
required in paragraphs (f)(2) and (f)(4) of this AD and found free of any discrepancies and have 
proper adjustment. 
 
(g) Other FAA AD Provisions 
 
 The following provisions also apply to this AD: 
 (1) Alternative Methods of Compliance (AMOCs): The Manager, Standards Office, FAA, has 
the authority to approve AMOCs for this AD, if requested using the procedures found in 14 CFR 
39.19. Send information to ATTN: Raymond Johnston, Aerospace Engineer, FAA, Small Airplane 
Directorate, 901 Locust, Room 301, Kansas City, Missouri 64106; telephone: (816) 329-4159; fax: 
(816) 329-3047; email: raymond.johnston@faa.gov. Before using any approved AMOC on any 
airplane to which the AMOC applies, notify your appropriate principal inspector (PI) in the FAA 
Flight Standards District Office (FSDO), or lacking a PI, your local FSDO. 
 (2) Airworthy Product: For any requirement in this AD to obtain corrective actions from a 
manufacturer or other source, use these actions if they are FAA-approved. Corrective actions are 
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considered FAA-approved if they are approved by the State of Design Authority (or their delegated 
agent). You are required to assure the product is airworthy before it is returned to service. 
 
(h) Related Information 
 
 Refer to MCAI European Aviation Safety Agency (EASA) AD No.: 2015-0184, dated 
September 1, 2015; for related information. The MCAI can be found in the AD docket on the Internet 
at: http://www.regulations.gov/#!documentDetail;D=FAA-2015-4803-0001. 
 
(i) Material Incorporated by Reference 
 
 (1) The Director of the Federal Register approved the incorporation by reference (IBR) of the 
service information listed in this paragraph under 5 U.S.C. 552(a) and 1 CFR part 51. 
 (2) You must use this service information as applicable to do the actions required by this AD, 
unless the AD specifies otherwise. 
 (3) The following service information was approved for IBR on March 24, 2016 (the effective 
date of this AD). 
 (i) Britten-Norman Aircraft Limited Service Bulletin No. SB 334, Issue 2, dated July 17, 2015. 
 (ii) Reserved. 
 (4) The following service information was approved for IBR on April 1, 2014 (79 FR 10340; 
February 25, 2014). 
 (i) Britten-Norman Aircraft Limited Service Bulletin No. SB 334, Issue 1, dated August 30, 
2013. 
 (ii) Reserved. 
 (5) For Britten-Norman service information identified in this AD, contact Britten-Norman 
Aircraft Limited, Commodore House, Mountbatten Business Centre, Millbrook Road East, 
Southampton SO15 1HY, United Kingdom; telephone: +44 20 3371 4000; fax: +44 20 3371 4001; 
email: info@bnaircraft.com; Internet: http://www.britten-norman.com/customer-support/. 
 (6) You may view this service information at FAA, Small Airplane Directorate, 901 Locust, 
Kansas City, Missouri 64106. For information on the availability of this material at the FAA, call 
816-329-4148. In addition, you can access this service information on the Internet at 
http://www.regulations.gov by searching for and locating Docket No. FAA-2015-4803. 
 (7) You may view this service information that is incorporated by reference at the National 
Archives and Records Administration (NARA). For information on the availability of this material at 
NARA, call 202-741-6030, or go to: http://www.archives.gov/federal-register/cfr/ibr-locations.html. 
 
 Issued in Kansas City, Missouri, on February 10, 2016. 
Pat Mullen, 
Acting Manager, Small Airplane Directorate,  
Aircraft Certification Service. 

 


