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Number  SA01268WI-D 

This certificate, issued to Rockwell Collins, Inc. 
400 Collins Road NE, MS 164-100 
Cedar Rapids, IA  52498 

 
 
 
 

certifies that the change in the type design for the following product with  the limitations and conditions therefor as 
specified hereon meets the airworthiness requirements of Part  23 of the Federal Aviation Regulations, Special 
Conditions 23-131-SC, and Equivalent Level of Safety ACE-02-16 for FAR 23.1305 (c) (2), 23.1305 (a) (2) (3), and 
23.1549 (a) (b) (c) (d), for direct reading digital only displays for oil-pressure, oil temperature and fuel flow. 
 
 
Original Product--Type Certificate Number :A24CE 
 Make : Hawker Beechcraft Corporation (formerly Raytheon) 
 Model :  B200 King Air, S/N BB-1769, 
  B200C King Air, S/N BW-01 through BW-29 
 
 
Description of Type Design Change: Installation of Collins Pro Line 21 Avionics System in accordance with 
(1) Collins Master Drawing List RCA-0129-001, Revision (-), dated April 30, 2007, (2) Collins Airplane Flight Manual 
Supplement (AFMS) listed on Sheet 2, and (3) Collins Maintenance Manual Supplement (MMS) listed on Sheet 2, or 
later FAA approved revisions to (1), (2) or (3). 
 
Limitations and Conditions: (1) Compatibility of this design change with previously approved modifications must be 
determined by the installer.  (2) If the holder agrees to permit another person to use this certificate to alter the product, 
the holder shall give the other person written evidence of that permission. 
 
This certificate and the supporting data which is the basis for approval shall remain in effect until surrendered, suspended, 
revoked, or a termination date is otherwise established by the Administrator of the Federal Aviation Administration. 

Date of application :  August 26, 2004 
 
Date of issuance : October 15, 2004 

Date reissued :   
 
Date amended :  February 16, 2006, May 7, 2007 
 
 
By direction of the Administrator  

 

 
 
_______________________________________________________ 
  (Signature) 
  John S. Bohn 
 
  Administrator, DAS-500864-CE   
_______________________________________________________ 
    (Title) 
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Number   SA01268WI-D 

  
 
 

Airplane Flight 
Manual Supplement 
(AFMS)

Maintenance 
Manual Supplement 
(MMS)

 
 

Applicable to
   

RCA-0028-001,  
Revision (-) dated 
October 15, 2004 

RCA-0019-001, 
Revision (-) dated 
October 15, 2004 

Collins Pro Line 21  
In a Hawker Beechcraft 
Corporation (formerly 
Raytheon) Model B200 

   
RCA-0110,  
Revision (-) dated  
May 7, 2007 

RCA-0109,  
Revision (-) dated 
May 7, 2007 

Collins Pro Line 21  
In a Hawker Beechcraft 
Corporation (formerly 
Raytheon) Model B200C 
(US Army C12R1 to C12V) 

 


	Applicable to

